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1/2 15 0.31 (7.9) 0.31 (7.9)

3/4 20 0.49 (12.4) 0.49 (12.4)

1 25 0.75 (19.0) 0.62 (15.7)

1 1/4 32 0.93 (23.6) 0.80 (20.3)

1 1/2 40 1.12 (28.4) 0.97 (24.6)

2 50 1.50 (38.1) 1.18 (30.0)

3 80 2.25 (57.1) 1.80 (45.7)

4 100 3.00 (76.2) 2.50 (63.5)

6 150 4.00 (101.6) 3.00 (76.2)

8 200 6.00 (152.4) 4.00 (101.6)

10 250 7.37 (187.2) 6.00 (152.4)

12 300 9.00 (228.6) 8.00 (203.2)

14 350 10.50 (266.7) 8.62 (218.9)

16 400 12.00 (304.8) 10.00 (254.0)

18 450 13.25 (336.6) 11.25 (285.7)

20 500 15.25 (387.3) 12.50 (317.5)

22 550 17.25 (438.1) 14.00 (355.6)

24 600 19.25 (488.9) 15.25 (387.3)

For valves above NPS 24 (DN 600) up to NPS 36 (DN 900), port

size shall be as agreed upon between purchaser and manufacturer

Tolerance =    -0.06 (1.52 mm) for NPS 12 (DN 300) and smaller.

=    -0.12 (3.05 mm) for NPS 14 (DN 350) and larger.

Oversize tolerances not specified.

Valve Sizes Available for BV Series Valves

Valve Sizes

COLUMN A COLUMN B

Regular Port Reduced Port


Please note that bore sizes are normally quoted as Full Port, Reduced Port,

Standard Port or Regular Port. Full Port is the size of the surrounding pipe at the specified size and pressure class. Reduced and Regular Port are defined above. Standard Port stands for the manufacturers standard and may vary from company to company. For slurries, we normally recommend Full Port valves. For welded-in valves it is particularly advisable to choose the required port size to avoid the purchase an oversized or undersized valve and actuator. Please consult your Copeland sales assoc
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